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1. Tank Material : 304SS tank.Open die stamping molding without welds.
2. Tank Thickness: 3mm Long Life
3. Working Time:0-90 mins adjustment
4. Temperature Control:0-80 Degree
5. Power:Adjustment
6. Frequency:as required Cable
7. Industrial standard, bold power cord heat-resistant, resistant to soften
8. High precision:Because ultrasonic energy can pass through tiny cracks and holes, so can be applied with any parts or assembled parts 

cleaning.For precision parts or assembled parts to be cleaned, ultrasonic cleaning often become the only can meet the special technical 
requirements of cleaning method;

9.   Fast:Ultrasonic cleaning is relatively regular cleaning method is much faster in terms of workpiece dusting descaling.Do not   need to remove the 
assembly can be cleaned.The advantage of the ultrasonic cleaning can save labor force tend to make it the most economical way of cleaning; 

10.   ConsistencyNo matter be cleaning piece is big or small, simple or complex, single or batch or on automatic assembly line, the use of ultrasonic 
cleaning can get manual cleaning incomparable uniformity of cleanliness.

11. Design :The product design is beautiful and easy, the case is made of high-quality stainless steel embossing. antirust performance is 
good;Cleaning tank is made of high quality SUS304 stainless steel stamping,no welding,the waterproof performance is good.



12. Circuit:The power circuit use the new OS oscillators,precise control of vibration frequency and have feedback collection function, ultrasonic 
output more stable and reliable.

13.Ultrasonic Transducer:The ultrasonic transducer adopts more long life of the whole aluminum structure,reduce heating,output steady.

Some Specification of Single Tank (customize any different size cleaning equipment as requirments)
 

 Type Frequency(KH
z)

Ultrasonic 
transducer(PCS) Volume(L) Ultrasonic 

Power(W) Tank Size(L*W*H MM)Machine 
Size(L*W*H MM)

Heaing 
Power(W) Timer(MIN) Temperature(℃)

QXCE2400 28K 40K Or 
other 48 175 2400 700*500*500 880*680*750 4500 0~99（h） 20~95

QXCE3000  60 264 3000 800*600*550 980*780*800 6000 0~99（h） 20~95

QXCE3600  72 330 3600 1000*600*550 1180*780*800 6000 0~99（h） 20~95

QXCE4200  84 385 0-4200 1000*700*550 1180*880*800 9000 0~99（h） 20~95

QXCE4800  96 450 0-4800 1000*750*600 1180*930*850 9000 0~99（h） 20~95

QXCE5400  108 540 0-5400 1000*900*600 1180*1080*850 10500 0~99（h） 20~95

QXCE6000  120 570 0-6000 1000*950*600 1180*1130*850 10500 0~99（h） 20~95

QXCE6600  132 650 0-6600 1000*1000*650 1180*1180*900 12000 0~99（h） 20~95

QXCE7200  144 715 0-7200 1100*1000*650 1280*1180*900 12000 0~99（h） 20~95

QXCE10800  216 975 0-10800 1500*1000*650 1680*1180*900 12000 0~99（h） 20~95



Some Specification of Two Tank (Ultrasonic leaning +Drying)  

 Type Frequency(KHz) Ultrasonic 
transducer(PCS) Volume(L) Ultrasonic Power(W) Tank Size(L*W*H MM) Heaing Power(W) Timer(MIN) Drying Filter 

QXCDE38 28 or 40k or 
other 12 38 600 500*300*250 1500 1~99（h） HAVE   HAVE

QXCDE53 28 or 40k or 
other 18 53 900 500*350*300 1500 1~99（h） HAVE   HAVE

QXCDE78 28 or 40k or 
other 24 78 1200 550*400*350 3000 1~99（h） HAVE   HAVE

QXCDE88 28 or 40k or 
other 24 88 1200 550*400*400 3000 1~99（h） HAVE   HAVE

QXCDE99 28 or 40k or 
other 30 99 1500 550*450*400 3000 1~99（h） HAVE   HAVE

QXCDE135 28 or 40k or 
other 36 135 1800 600*500*450 4500 1~99（h） HAVE   HAVE

QXCDE175 28 or 40k or 
other 48 175 2400 700*500*550 6000 1~99（h） HAVE   HAVE

QXCDE264 28 or 40k or 
other 60 264 3000 800*600*550 9000 1~99（h） HAVE   HAVE

QXCDE360 28 or 40k or 
other 72 360 3600 1000*600*600 12000 1~99（h） HAVE   HAVE

QXCDE540 28 or 40k or 
other 108 540 5400 1000*900*600 18000 1~99（h） HAVE   HAVE

QXCDE960 28 or 40k or 
other 144 960 7200 1200*1000*800 27000 1~99（h） HAVE  HAVE



Some Specification of Three Tank (Ultrasonic cleaning +Rinsing+Drying+Filter) 

 Type Frequency(KHz) Ultrasonic 
transducer(PCS) Volume(L) Ultrasonic 

Power(W)
Tank Size(L*W*H 
MM)

Heaing 
Power(W) Timer(MIN) Drying Filter Rinsing

QXCTE38 28 or 40k or 
other 12 38 600 500*300*250 1500 1~99（h） HAVE HAVE HAVE

QXCTE53 28 or 40k or 
other 18 53 900 500*350*300 1500 1~99（h） HAVE HAVE HAVE

QXCTE78 28 or 40k or 
other 24 78 1200 550*400*350 3000 1~99（h） HAVE HAVE HAVE

QXCTE88 28 or 40k or 
other 24 88 1200 550*400*400 3000 1~99（h） HAVE HAVE HAVE

QXCTE99 28 or 40k or 
other 30 99 1500 550*450*400 3000 1~99（h） HAVE HAVE HAVE

QXCTE135 28 or 40k or 
other 36 135 1800 600*500*450 4500 1~99（h） HAVE HAVE HAVE

QXCTE175 28 or 40k or 
other 48 175 2400 700*500*550 6000 1~99（h） HAVE HAVE HAVE

QXCTE264 28 or 40k or 
other 60 264 3000 800*600*550 9000 1~99（h） HAVE HAVE HAVE

QXCTE360 28 or 40k or 
other 72 360 3600 1000*600*600 12000 1~99（h） HAVE HAVE HAVE

QXCTE540 28 or 40k or 
other 108 540 5400 1000*900*600 18000 1~99（h） HAVE HAVE HAVE

QXCTE960 28 or 40k or 
other 144 960 7200 1200*1000*800 27000 1~99（h） HAVE HAVE HAVE 

 
 



     

Use high quality epoxy adhesive.Not easy to fall off.

Bond ultrasonic transducer by using stamping.Sand blasting.Wash and dry.Thread process
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